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GENERAL NOTES:
1. ANY DIMENSIONS THAT ARE SHOWN WHICH THE GENERAL CONTRACTOR FINDS TO BE INCONSISTENT WITH THE PLANS SHALL BE
IMMEDIATELY BROUGHT TO THE ATTENTION OF THE FOOD LION CONSTRUCTION MANAGER.
2. GENERAL CONTRACTOR TO INSTALL GUARD POST AS INDICATED ON SITE-SPECIFIC A1.01.
3. PLAN SHOWS APPROXIMATE EXTENT OF SLAB REMOVAL. GENERAL CONTRACTOR SHALL COORDINATE W/CONSTRUCTION MANAGER AND
REFRIGERATION CONTRACTOR FOR THE PHASING AND PORTIONS OF SLAB REMOVAL TO EXECUTE THE WORK.
@ @ NEW SLAB IN DELI/BAKERY AREA @ UNDER SLAB
APPROXIMATE SEE GENERAL NOTES #8 USE
LOCATION OF NEW 3,000 PSI SLAB ON GRADE
. ' 4. GENERAL CONTRACTOR SHALL REFER TO SHEET P1.01 AND P1.02 FOR TRENCH DRAINS, HUB DRAINS AND REFRIGERATION LINE PIT :
ol | g LE FLOORNG oot AL nros LOCATIONS BEFORE POURING SLAB OR FOOTINGS Vates Chieiizberg Hughes
A e rchitects, Corp.
A J | N . \ R N
— X— 5 B ) —_— I S— 2 E 5. GENERAL CONTRACTOR SHALL TAKE EXTRA PRECAUTION WHEN POURING CONCRETE SLABS SO AS NOT TO CRUSH REFRIGERATION AND Arehitecture
v g SR M ERE o L] sl B [ ~ EXISTING SANITARY SEWER LINES. REFER TO SHEET P1.02 FOR LINE LOCATIONS. Interior Design
g . J > a 4 c|> ,DEléégﬁErERY Land Planning
\ > 7N . . ™~ \ : EXISTING 6. SOIL UNDER ALL NEW SLABS TO BE TREATED FOR TERMITES PER SPECIFICATIONS. Project Management
= EXISTING — ' 24 - DELI/BAKERY
PROPLCE Feep : / o { ] EXISTING e 7. GENERAL CONTRACTOR SHALL PROVIDE CUT OR SELECT FILL MATERIAL FOR SLABWORK. USE AGGREGATE NO LARGER THAN #57 FOR ALL
\ oy b Loy : \ QUARRY NEW CONCRETE SLABS. SEE STRUCTURAL DRAWINGS FOR ADDITIONAL INFORMATION.
—x % EXISTING 4ﬂ 20" N
Eﬁ%’v e — 5 N A O PO [ A S | BTG CONCRETE SLAB
e = S — — DREEU“‘{‘é%EKLEé’Y
y_1 o ) 4-5" 3 g FLOOR 8. NO CONSTRUCTION OR CONTROL JOINTS SHALL BE INSTALLED IN PRODUCE PREP, GROCERY STAGING AREA AND DELI/BAKERY U.O.N.
—_— N
o = EXISTING
j/ \D & APPROXIMATE LOCATION OF ™~ EXISTING ;UARRY EXISTING E 9. THE GENERAL CONTRACTOR SHALL USE 10 MIL UNDER SLAB VAPOR RETARDER TURNED UP AT CONCRETE SLAB EDGES AND 30 LB FELT
) : EXISTING EDGE FOR QUARRY ™~ QUARRY TILE DEL|/BAKERY AROUND ALL INTERIOR COLUMNS. NO EXPANSION JOINT MATERIAL SHALL BE USED.
< o~
VAV, TILE FLOORING TILE ® ] C
‘ ‘ N 10. THE GENERAL CONTRACTOR SHALL PROVIDE LABOR AND MATERIALS TO FILL SPECIFIED FLOOR DEPRESSIONS AND PITS TO SPECIFIED :
SRODUCE 2 ¢ i L2 HEIGHTS. Professional Seals
COOLER - - 10'-10” | ~| . .
‘ 1154 ‘ o e i\ "’ “ | 11. THE GENERAL CONTRACTOR SHALL VERIFY CONDITION OF EXISTING CONCRETE SLABS. AREAS THAT ARE NOT SPECIFICALLY ADDRESSED ON PROFESSIONAL CERTIFICATION.
EXSTING _ s ' s v . THE DRAWINGS OR IN THE BID NOTES SHALL BE BID SEPARATELY. COORDINATE WITH FOOD LION CONSTRUCTION MANAGER. GENERAL | cery that hese documents were prepared o
‘ SIAB - ‘ SUREOURIS - I R B ~ T e CONTRACTOR SHALL INCLUDE FLOOR PATCHING OR LEVELING TO BE DONE BECAUSE OF RELOCATION OF FLOOR STUBS, FIXTURES, oot ondiy T lows of 1he STate of vierstond,
- K . F A 'ﬁ‘:,\ T . PLUMBING & ELECTRICAL WORK. license number 10841, expiration date 08-30-2020."
N ~ o N o~ S a <:>
I T e S T [ S R A - b e A 12. IF APPLICABLE: TEMPERATURE DRAW—DOWN PROCEDURE SHALL NOT BEGIN PRIOR TO COMPLETE CONCRETE CURING (MINIMUM OF 30 DAYS i,
- DA B . . \\\ FM (/)
‘ | EXTNG @l | e ol ee | 5o lylse 12'—a” N — o AFTER INSTALLATION). ALL STORES WITH INSULATED CONCRETE FLOORS IN FREEZERS MUST BE SLOWLY BROUGHT DOWN TO TEMPERATURE N - f‘.’?’{”
TLE T~L_SEAFOOD COOLER 7 ? 19 -9 A4 \_ FOLLOWING THE SCHEDULE BELOW TO PREVENT CRACKING THE FLOOR DUE TO THERMAL CONTRACTION. CAULKING OF SLAB-WALL JOINTS
‘ AND EXPANSION JOINTS SHOULD BE DONE AFTER THE RECOMMENDED 35 DEGREE HOLD PERIOD.
AV 12:_0” .
EXISTING ) TEMPERATURE TIME
A ‘ e ° T AMBIENT TO 35° F 10° PER EVERY 24 HOURS LU= =
1124 — =y HOLD AT 35° F 3-5 DAYS 4598,
JUSTNG 9-2 1 = 35 F TO FINAL TEMP 10° PER EVERY 24 HOURS
SEAFOOD PREP } 4" — 3000 psi CONCRETE SLAB—ON-GRADE; 3}
| OVER 10 L VAPOR, SHRRIER & 4" POROUS FLL. PRI o . FLOOR SLOPES 30-2020
EXISTING EXISTING TYPICAL FOR ALL SLABS—ON-GRADE. CONCRETE fO Ce ~ S
UARRY * »
Tt QUARRY ‘ BE FLUSH WITH SURROUNDING AREA. SEE DETAL — 13. THE FLOOR SLAB SHALL SLOPE 1/16” PER FOOT TO DRAINS IN ALL AREAS WHERE FLOOR DRAINS OCCUR. SLOPES WILL CORRESPOND
— %, 2/A1.02 TYP. Lévc'u WITH PLUMBING WORK, SEE P1.01 AND P4.01.
/ Cd 4 ] 4
N ‘ g | 14. GENERAL CONTRACTOR SHALL PROVIDE POSITIVE DRAINAGE IN ALL PREP AREAS, RESTROOMS, AND COOLERS.
EXISING ‘ ‘ 15. THIS SLAB AREA TO BE FLAT (NOT SLOPED) AND LEVEL WITH FINISHED FLOOR.
PREP
CONCRETE FINISH
EXISTING
QUARRY
TILE \ \ 16. THE GENERAL CONTRACTOR SHALL CAULK ALL JOINTS AT JUNCTURE OF SLABS AND WALLS WITH URETHANE SEALANT (GRAY), INCLUDING
[ _ b . GO * | R © AREAS BEHIND CASES AND ALL OTHER AREAS THAT ARE NOT EXPOSED. THIS SHALL BE DONE PRIOR TO APPLYING FINISHES.
EEPD A I SLAB NOTES TYPICAL ALL INTERIOR
in R A'ZL, a® \ \ NEW SLAB LOCATIONS, NOT ALL NEW \ 17. ALL NEW EXPOSED CONCRETE SLABS SHALL NOT RECENE AN APPLICATION OF SHAKE—ON HARDENER, BUT RATHER LIQUID
: PR | SLAB LOCATIONS MAY BE SHOWN DENSIFIER/SEALER. LIQUID DENSIFIER/SEALER SHALL BE "EUCO DIAMOND HARD” BY THE EUCLID CHEMICAL COMPANY. RATE OF -
., %/ ‘ ‘ ‘ APPLICATION SHALL BE PER SPECIFICATIONS. ALL NEW UNEXPOSED CONCRETE SLABS: AREAS RECEIVING VCT, HARD TILE OR RESINOUS ek
: ' N by EXISTING FLOORING DO NOT REQUIRE LIQUID DENSIFIER/SEALER. 3 =N
s / \(: © 4 © CART_GARAGE NOT 3 o)
—A - EXISTING CONCRETE FLOOR SLAB o +— N
N L EXISTING —2 FIN. FLOOR ELEV. = 0'-0” z | :
MEAT - MEAT T : : TRENCH WORK 3 >0
< FREEZER OFFICE St ‘ ‘ ‘ EEE—— 3 <
1128 : ‘ NOTE: ' 0=
/ . (ﬁ,xs'f,ﬂ[\‘w EXISTNG o ; . SEE WAIK-THRU NOTES FOR REPARS NEEDED T0 BTG 18. FIBERGLASS PITS CAN BE MODIFIED AS NEEDED TO WORK AROUND EXISTING CONDUIT, ETC. POUR-BACKS SHALL BE FINISHED FLUSH ° S O s
FLOOR TiE R R SUAB WITH A MINIMUM 2" CONCRETE TO THE EXISTING SLAB; ALLOW FOR FUTURE PIT ACCESS. ALL REVISED PITS MUST BE SEALED - ol
k ' ‘ 1 5",_0,, ‘ ‘ \ COMPLETELY TO RODENT—PROOF AND ELIMINATE CONSTRUCTION MATERIAL FROM DAMAGING THE REFRIGERATION LINES. SPECIAL I & o>
| | 479 > NOTE: e | PRECAUTIONS NEED TO BE MADE WHEN CUTTING HOLES IN FIBERGLASS BOXES; LIMIT THE AMOUNT OF FIBERGLASS THAT IS CUT AWAY 3 9 35
©ESTING | Il k. w i FOR LINE INSTALLATIONS. ALL NEW PITS SHALL BE FIBERGLASS! ALL PITS SHALL BE PHOTOGRAPHED WITH CURRENT DATE TO SHOW o % 0 O
‘ JNTOR'S g N | \ ‘ ‘ INTERIOR "BEFORE AND AFTER” VAPOR RETARDER INSTALL AND TRENCH COMPLETION. Tl ﬁ 0 5
| g z
~ | ﬁH’ EXISTING - w
. SALES 19. ALL DIRT SHALL SHALL BE REMOVED FROM THE STORE WITH ABSOLUTELY NO SPILLAGE ONTO THE EXISTING FLOOR. TRENCHES SHALL BE | & =
‘ CONCRETE i A S i ‘ ‘ AR ‘ EXISTING BACKFILLED WITH AGGREGATE NO LARGER THAN #57, DOWELS IN CONCRETE AND PROPER VAPOR BARRIER. OPEN TRENCHES ARE TO BE O 2
L . N o— Q
SLAB w SR © ] COVERED WITH J4" MIN. METAL PLATE AND MATCHING CARPET MATS AND DUCT TAPED TO THE FLOOR DURING OPERATING HOURS. ALL - =
‘ . L ‘ ‘ EXISTING ‘ PITS SHOULD BE PHOTOGRAPHED WITH A CURRENT DATE TO SHOW INTERIOR BEFORE AND AFTER VAPOR RETARDER INSTALL AND TRENCH o n <
A . V|’ 5o | CONCRETE CONCRLTE COMPLETION. O 2
o | | S8 CONC =2 c £
| l» l) (L B ® 20. CARPET MATS ARE TO BE CLEAN, SAME IN COLOR, AND HAVE RUBBER EDGES. ALL MATS ARE TO BE TAPED IN PLACE AT ALL TIMES. < c 0
i —— —— —— —— —+— +4 — —— — } —— —— —— —— —— —— —— —— —— —— —— —— —— —— —— —— —— —— _— _— _— _— _— _— _— _— _— _— — B — _— B =
| S -}
EXISTING | WALLS o) %
MECHANICAL | NOTES: 0O m o —
‘ : ‘ 1. "DIMENSIONS PROVIDED ARE APPROXIMATE LIMITS OF SLAB ‘ 21. IF APPLICABLE: NEW WALLS AT RECEIVING DOCK, RAISED PLATFORMS AND RAMPS TO BE FILLED SOLID WITH CONCRETE. qh) ; o -
T hsTNG | REPLACEMENT WHERE NEW UNDER SLAB UTILITIES ARE BEING c -— P s LO
EXISTING \ CONCRETE | \ ‘PROVIDED‘ COORDINATE WITH APPROPRIATE TRADE AND FOOD \ SLAB LEGEND = sON
GROCERY STAGNG/ SLAB ] LION CONSTRUCTION SUPERVISOR, TYPICAL. | —
= 2. SLAB DIMENSIONS ARE TAKEN FROM INTERIOR SURFACES OF | A e :
‘ I o N ‘ ‘THE CLOSEST EXISTING WALL OR CLOSEST EXISTING COLUMN ‘ ~ P <% & «| NEW CONCRETE SLAB AND OWNERSH”’CffNST.RUMENTSOFSERVICE
EXISTING ) / GRID LINE UNLESS OTHERWISE NOTED. .. '] FILLED DEPRESSIONS . Alreports specifications, plans, computer
CONGRETE ‘ VA ‘ 3. DIMENSIONS OF SLAB CUTS ARE 2°-0” UNLESS OTHERWISE ‘ — S 3 AW JoINT and instruments of service shal remain fhe
EXISTING NOTED, TYPICAL. % 7 property of Thﬂe Design Professional. The Design
iﬂ Tios] 4. 'PLAN SHOWS APPROXIMATE EXTENTS OF SLAB REMOVAL. ” PROVIDE 3,000 P.S.I. CONCRETE AS REQUIRED Z ABANDONED  PITS Satutory and ofher reserved ihs, ncluaing
EXISTING GENERAL CONTRACTOR SHALL COORDINATE W/ FOOD LION REINF. W/ 6x6, W1.4xW1.4 W.W.F. PROVIDE CONSTRUCTION JOINT — EXISTING WALL the copyright therefo.
CONCRETE CONSTRUCTION SUPERVISOR AND REFRIGERATION CONTRACTOR e e ety of
EXISTING ‘ ‘ ‘ —_ STEEL TROWEL FINISH g property
ICE CREAM N SLAB FOR PHASING AND PORTIONS OF SLAB REMOVAL TO EXECUTE ‘; ) D DRILL & EPOXY DOWEL zZzZZzZzZ7Z. 0R I NEW MASONRY Yates - Chreitzberg - Hughes Architects, Corp.
L — | ] | WORK, TYP. | v El 1/2°¢ x 2'~0" SMOOTH INTO EXISTNG SLAB & REINFORCED WALL o ey part. 1ot o be used on any afher
5. GENERAL CONTRACTOR SHALL PATCH AND REPAIR FLOOR, 0 DOWEL @ 2’—0” 0.C. = N projecfoﬁd is fo be returned upon request.
EXSTNG CEILING, ADJOINING WALLS AND OPENINGS WHERE WALLS, =\ CENTER BAR ON JOINT CAoING o N Y oD POST S
FLOOR DOORS & FRAMES AND EQUIPMENT HAVE BEEN REMOVED, \ _ - y —N = )
\ \ ‘WORK WILL BE DONE IN A PROFESSIONAL MANNER WITH \ Y [E ] SRVE VY A o EXISTING GUARD POST Project No..
MATCHING MATERIALS. REMODELED - N e 2 I~ 2501FLMH20
5 Y B ooz EXISTING COLUMN e
Ile Name:
I I I I # I I I 1 I I I I I I I I I I I I I I I I I I N\ I I A\ I I I I I —< 1 I I I ( : )
: g ) ¢ ; [ ; 5 EXISTING g %@%@%&%@¥WPOR BARRIER— _‘|— STEP N SLAB 2501 A1.02_00.dwg
N o5 iRy wo L] — 1" e AT s smee Date: 01-30-2020
o omcE | S R e | | 2 . == T ~——40 comeacten —
r ) - aT < RIE%(IIQSTI%%M _ - - POROUS FILL ttttttttt gll;;lvym\(l)éJABREg TILE AND Revisions:
EXISTING \ EXISTING W A2 % I I
ot N coyceT | | . | EEEEEEEH
FR1EZE128ER \. “ SLAB o 411" < i(S:&g:RErE m
EXISTING CONCRETE ‘ | ‘ ‘ ’ 4"#2’_’0” — DETAIL @ "NEW, -|;O EXISTING SLAB
INSULATED SIAB \ A N |:|: A1.02 / SCALE: 1 1/2" = 1’0
FLOOR | 0 . %
REMODELED | VA ASSOCIATE ‘ ‘ - ‘ % SLAB/FOUNDATION PLAN
o < T o . EXISTING
T % - - .
EXISTING ‘ EXSTING _ Z ‘ ‘ % ‘ E OPEDRI%OOFFFICE Architectural
CONCRETE = 4 7 126
1'-3" | | S8 S8 " RILL & EPOXY DOWEL
Al . L EXISTIVG EXISTING CONC. NEW QUARRY TILE &
7 | | | | - \4 CONCRETE _\ INTO EXISTING SLAB s ‘I O 2
N7 B> REMODELED - SLAB CONSTRUCTION JOINT MATCH EXISTING A
~— 9 ~— — .
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L = a [ < 4 A g :
: ‘%’N EXISTING ‘ < EXISTING ‘ ‘ [ ‘ R I : NG & ¢ SR S e TOP OF EXISTING YCH Commission Number
R I{') CONCRETE N CONCRETE o | s ” A B 4 . R DEPRESSED CONC. SLAB
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N | A N % 4 o 2 = >< s & .
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@ @ ® 1 ! i %75@%7%@%@?5@@* SO A4 COMPACTED
P @i H A O T O] H
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i'—8" SEE SPEC. . . —PROVIDE 3,000 P.S.I.
3 8 ’
CONCRETE MINIMUM AS Concord, NC 28027
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NEW SLAB IN DELI/BAKERY AREA SEE GENERAL NOTES #8 USE 3,000 PSI SLAB ON GRADE CONCRETE W/ 6x6x1.4x1.4 WWF., SEE DETAIL 3/A1.02, TYP.
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GENERAL NOTES: 1. ANY DIMENSIONS THAT ARE SHOWN WHICH THE GENERAL CONTRACTOR FINDS TO BE INCONSISTENT WITH THE PLANS SHALL BE ANY DIMENSIONS THAT ARE SHOWN WHICH THE GENERAL CONTRACTOR FINDS TO BE INCONSISTENT WITH THE PLANS SHALL BE IMMEDIATELY BROUGHT TO THE ATTENTION OF THE FOOD LION CONSTRUCTION MANAGER. 2. GENERAL CONTRACTOR TO INSTALL GUARD POST AS INDICATED ON SITE-SPECIFIC A1.01. GENERAL CONTRACTOR TO INSTALL GUARD POST AS INDICATED ON SITE-SPECIFIC A1.01. 3. PLAN SHOWS APPROXIMATE EXTENT OF SLAB REMOVAL. GENERAL CONTRACTOR SHALL COORDINATE W/CONSTRUCTION MANAGER AND PLAN SHOWS APPROXIMATE EXTENT OF SLAB REMOVAL. GENERAL CONTRACTOR SHALL COORDINATE W/CONSTRUCTION MANAGER AND REFRIGERATION CONTRACTOR FOR THE PHASING AND PORTIONS OF SLAB REMOVAL TO EXECUTE THE WORK. UNDER SLAB 4. GENERAL CONTRACTOR SHALL REFER TO SHEET P1.01 AND P1.02 FOR TRENCH DRAINS, HUB DRAINS AND REFRIGERATION LINE PIT GENERAL CONTRACTOR SHALL REFER TO SHEET P1.01 AND P1.02 FOR TRENCH DRAINS, HUB DRAINS AND REFRIGERATION LINE PIT LOCATIONS BEFORE POURING SLAB OR FOOTINGS 5. GENERAL CONTRACTOR SHALL TAKE EXTRA PRECAUTION WHEN POURING CONCRETE SLABS SO AS NOT TO CRUSH REFRIGERATION AND GENERAL CONTRACTOR SHALL TAKE EXTRA PRECAUTION WHEN POURING CONCRETE SLABS SO AS NOT TO CRUSH REFRIGERATION AND SANITARY SEWER LINES. REFER TO SHEET P1.02 FOR LINE LOCATIONS. 6. SOIL UNDER ALL NEW SLABS TO BE TREATED FOR TERMITES PER SPECIFICATIONS.  SOIL UNDER ALL NEW SLABS TO BE TREATED FOR TERMITES PER SPECIFICATIONS.  7. GENERAL CONTRACTOR SHALL PROVIDE CUT OR SELECT FILL MATERIAL FOR SLABWORK. USE AGGREGATE NO LARGER THAN #57 FOR ALL GENERAL CONTRACTOR SHALL PROVIDE CUT OR SELECT FILL MATERIAL FOR SLABWORK. USE AGGREGATE NO LARGER THAN #57 FOR ALL NEW CONCRETE SLABS. SEE STRUCTURAL DRAWINGS FOR ADDITIONAL INFORMATION. CONCRETE SLAB 8. NO CONSTRUCTION OR CONTROL JOINTS SHALL BE INSTALLED IN PRODUCE PREP, GROCERY STAGING AREA AND DELI/BAKERY U.O.N. NO CONSTRUCTION OR CONTROL JOINTS SHALL BE INSTALLED IN PRODUCE PREP, GROCERY STAGING AREA AND DELI/BAKERY U.O.N. 9. THE GENERAL CONTRACTOR SHALL USE 10 MIL UNDER SLAB VAPOR RETARDER TURNED UP AT CONCRETE SLAB EDGES AND 30 LB FELT THE GENERAL CONTRACTOR SHALL USE 10 MIL UNDER SLAB VAPOR RETARDER TURNED UP AT CONCRETE SLAB EDGES AND 30 LB FELT AROUND ALL INTERIOR COLUMNS. NO EXPANSION JOINT MATERIAL SHALL BE USED. 10. THE GENERAL CONTRACTOR SHALL PROVIDE LABOR AND MATERIALS TO FILL SPECIFIED FLOOR DEPRESSIONS AND PITS TO SPECIFIED THE GENERAL CONTRACTOR SHALL PROVIDE LABOR AND MATERIALS TO FILL SPECIFIED FLOOR DEPRESSIONS AND PITS TO SPECIFIED HEIGHTS. 11. THE GENERAL CONTRACTOR SHALL VERIFY CONDITION OF EXISTING CONCRETE SLABS. AREAS THAT ARE NOT SPECIFICALLY ADDRESSED ON THE GENERAL CONTRACTOR SHALL VERIFY CONDITION OF EXISTING CONCRETE SLABS. AREAS THAT ARE NOT SPECIFICALLY ADDRESSED ON THE DRAWINGS OR IN THE BID NOTES SHALL BE BID SEPARATELY. COORDINATE WITH FOOD LION CONSTRUCTION MANAGER. GENERAL CONTRACTOR SHALL INCLUDE FLOOR PATCHING OR LEVELING TO BE DONE BECAUSE OF RELOCATION OF FLOOR STUBS, FIXTURES, PLUMBING & ELECTRICAL WORK. 12. IF APPLICABLE: TEMPERATURE DRAW-DOWN PROCEDURE SHALL NOT BEGIN PRIOR TO COMPLETE CONCRETE CURING (MINIMUM OF 30 DAYS IF APPLICABLE: TEMPERATURE DRAW-DOWN PROCEDURE SHALL NOT BEGIN PRIOR TO COMPLETE CONCRETE CURING (MINIMUM OF 30 DAYS AFTER INSTALLATION). ALL STORES WITH INSULATED CONCRETE FLOORS IN FREEZERS MUST BE SLOWLY BROUGHT DOWN TO TEMPERATURE FOLLOWING THE SCHEDULE BELOW TO PREVENT CRACKING THE FLOOR DUE TO THERMAL CONTRACTION. CAULKING OF SLAB-WALL JOINTS AND EXPANSION JOINTS SHOULD BE DONE AFTER THE RECOMMENDED 35 DEGREE HOLD PERIOD. TEMPERATURE    TIME TIME AMBIENT TO 35° F   10° PER EVERY 24 HOURS 10° PER EVERY 24 HOURS HOLD AT 35° F   3-5 DAYS 3-5 DAYS 35° F TO FINAL TEMP  10° PER EVERY 24 HOURS 10° PER EVERY 24 HOURS FLOOR SLOPES 13. THE FLOOR SLAB SHALL SLOPE 1/16" PER FOOT TO DRAINS IN ALL AREAS WHERE FLOOR DRAINS OCCUR. SLOPES WILL CORRESPOND THE FLOOR SLAB SHALL SLOPE 1/16" PER FOOT TO DRAINS IN ALL AREAS WHERE FLOOR DRAINS OCCUR. SLOPES WILL CORRESPOND WITH PLUMBING WORK, SEE P1.01 AND P4.01. 14. GENERAL CONTRACTOR SHALL PROVIDE POSITIVE DRAINAGE IN ALL PREP AREAS, RESTROOMS, AND COOLERS. GENERAL CONTRACTOR SHALL PROVIDE POSITIVE DRAINAGE IN ALL PREP AREAS, RESTROOMS, AND COOLERS. 15. THIS SLAB AREA TO BE FLAT (NOT SLOPED) AND LEVEL WITH FINISHED FLOOR. THIS SLAB AREA TO BE FLAT (NOT SLOPED) AND LEVEL WITH FINISHED FLOOR. CONCRETE FINISH 16. THE GENERAL CONTRACTOR SHALL CAULK ALL JOINTS AT JUNCTURE OF SLABS AND WALLS WITH URETHANE SEALANT (GRAY), INCLUDING THE GENERAL CONTRACTOR SHALL CAULK ALL JOINTS AT JUNCTURE OF SLABS AND WALLS WITH URETHANE SEALANT (GRAY), INCLUDING ALL JOINTS AT JUNCTURE OF SLABS AND WALLS WITH URETHANE SEALANT (GRAY), INCLUDING  JOINTS AT JUNCTURE OF SLABS AND WALLS WITH URETHANE SEALANT (GRAY), INCLUDING AREAS BEHIND CASES AND ALL OTHER AREAS THAT ARE NOT EXPOSED. THIS SHALL BE DONE PRIOR TO APPLYING FINISHES. 17. ALL NEW EXPOSED CONCRETE SLABS SHALL NOT RECEIVE AN APPLICATION OF SHAKE-ON HARDENER, BUT RATHER LIQUID ALL NEW EXPOSED CONCRETE SLABS SHALL NOT RECEIVE AN APPLICATION OF SHAKE-ON HARDENER, BUT RATHER LIQUID NOT RECEIVE AN APPLICATION OF SHAKE-ON HARDENER, BUT RATHER LIQUID  RECEIVE AN APPLICATION OF SHAKE-ON HARDENER, BUT RATHER LIQUID DENSIFIER/SEALER. LIQUID DENSIFIER/SEALER SHALL BE "EUCO DIAMOND HARD" BY THE EUCLID CHEMICAL COMPANY. RATE OF APPLICATION SHALL BE PER SPECIFICATIONS. ALL NEW UNEXPOSED CONCRETE SLABS: AREAS RECEIVING VCT, HARD TILE OR RESINOUS FLOORING DO NOT REQUIRE LIQUID DENSIFIER/SEALER. NOT REQUIRE LIQUID DENSIFIER/SEALER.  REQUIRE LIQUID DENSIFIER/SEALER. TRENCH WORK 18. FIBERGLASS PITS CAN BE MODIFIED AS NEEDED TO WORK AROUND EXISTING CONDUIT, ETC. POUR-BACKS SHALL BE FINISHED FLUSH FIBERGLASS PITS CAN BE MODIFIED AS NEEDED TO WORK AROUND EXISTING CONDUIT, ETC. POUR-BACKS SHALL BE FINISHED FLUSH WITH A MINIMUM 2" CONCRETE TO THE EXISTING SLAB; ALLOW FOR FUTURE PIT ACCESS. ALL REVISED PITS MUST BE SEALED COMPLETELY TO RODENT-PROOF AND ELIMINATE CONSTRUCTION MATERIAL FROM DAMAGING THE REFRIGERATION LINES. SPECIAL PRECAUTIONS NEED TO BE MADE WHEN CUTTING HOLES IN FIBERGLASS BOXES; LIMIT THE AMOUNT OF FIBERGLASS THAT IS CUT AWAY FOR LINE INSTALLATIONS. ALL NEW PITS SHALL BE FIBERGLASS! ALL PITS SHALL BE PHOTOGRAPHED WITH CURRENT DATE TO SHOW ALL NEW PITS SHALL BE FIBERGLASS! ALL PITS SHALL BE PHOTOGRAPHED WITH CURRENT DATE TO SHOW ! ALL PITS SHALL BE PHOTOGRAPHED WITH CURRENT DATE TO SHOW INTERIOR "BEFORE AND AFTER" VAPOR RETARDER INSTALL AND TRENCH COMPLETION. 19. ALL DIRT SHALL SHALL BE REMOVED FROM THE STORE WITH ABSOLUTELY NO SPILLAGE ONTO THE EXISTING FLOOR. TRENCHES SHALL BE ALL DIRT SHALL SHALL BE REMOVED FROM THE STORE WITH ABSOLUTELY NO SPILLAGE ONTO THE EXISTING FLOOR. TRENCHES SHALL BE BACKFILLED WITH AGGREGATE NO LARGER THAN #57, DOWELS IN CONCRETE AND PROPER VAPOR BARRIER. OPEN TRENCHES ARE TO BE COVERED WITH  " MIN. METAL PLATE AND MATCHING CARPET MATS  AND DUCT TAPED TO THE FLOOR DURING OPERATING HOURS. ALL 14" MIN. METAL PLATE AND MATCHING CARPET MATS  AND DUCT TAPED TO THE FLOOR DURING OPERATING HOURS. ALL CARPET MATS  AND DUCT TAPED TO THE FLOOR DURING OPERATING HOURS. ALL  AND DUCT TAPED TO THE FLOOR DURING OPERATING HOURS. ALL PITS SHOULD BE PHOTOGRAPHED WITH A CURRENT DATE TO SHOW INTERIOR BEFORE AND AFTER VAPOR RETARDER INSTALL AND TRENCH COMPLETION. 20. CARPET MATS ARE TO BE CLEAN, SAME IN COLOR, AND HAVE RUBBER EDGES. ALL MATS ARE TO BE TAPED IN PLACE AT ALL TIMES. CARPET MATS ARE TO BE CLEAN, SAME IN COLOR, AND HAVE RUBBER EDGES. ALL MATS ARE TO BE TAPED IN PLACE AT ALL TIMES. WALLS 21. IF APPLICABLE: NEW WALLS AT RECEIVING DOCK, RAISED PLATFORMS AND RAMPS TO BE FILLED SOLID WITH CONCRETE.IF APPLICABLE: NEW WALLS AT RECEIVING DOCK, RAISED PLATFORMS AND RAMPS TO BE FILLED SOLID WITH CONCRETE.
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