
21
10

 E
xe

cu
tiv

e 
D

riv
e,

 S
al

isb
ur

y,
 N

C
 2

81
45

/ 
Ph

: 7
04

.6
33

.8
25

0

St
or

e 
N

o.

Fr
id

ay
, F

eb
ru

ar
y 

21
, 2

02
0 

4:
46

:1
3 

PM
 E

:\
20

19
\1

90
32

.0
0 

Fo
od

 L
io

n 
12

38
 N

ew
 M

ar
ke

t M
D

\1
_W

or
ki

ng
\A

ut
oC

ad
\1

23
8 

A
1.

02
_0

0.
d

w
g

12
38

N
ew

 M
ar

ke
t, 

M
D

 2
17

74
11

80
0 

O
ld

 N
at

io
na

l P
ike

Date:

Professional Seals

Concord, NC 28027

704 . 788 . 2000

ycharch.com

YCH Commission Number

Architectural

Revisions:

OWNERSHIP OF INSTRUMENTS OF SERVICE:

All reports, specifications, plans, computer
files, field data, notes, and other documents

and instruments of service shall remain the
property of the Design Professional.  The Design

Professional shall retain all common law,
statutory and other reserved rights, including

the copyright thereto.

This drawing is the property of
Yates - Chreitzberg - Hughes Architects, Corp.

and is not to be reproduced or copied in whole
or any part.  It is not to be used on any other

project and is to be returned upon request.

 © Copyright 2020

In
te

rio
r A

lte
ra

tio
n 

 F
or

:

7035 Northwinds Dr NW

02-14-2020

19032.00

Project No.:

File Name:

1238 A1.02_00.dwg

1238FLMK20

Architecture

Interior Design

Land Planning

Project Management

"PROFESSIONAL CERTIFICATION.

I certify that these documents were prepared or
approved by me, and that I am a duly licensed

architect under the laws of the State of Maryland,
license number 10841, expiration date 08-30-2020."

Yates-Chreitzberg-Hughes

Architects, Corp.

SLAB/FOUNDATION PLAN

A1.02

AutoCAD SHX Text
TOP OF EXISTING

AutoCAD SHX Text
2

AutoCAD SHX Text
A1.02

AutoCAD SHX Text
%%UDETAIL @ NEW TO EXISTING SLAB 

AutoCAD SHX Text
SCALE:  1 1/2" = 1'-0"

AutoCAD SHX Text
3

AutoCAD SHX Text
A1.02

AutoCAD SHX Text
%%UDETAIL @ NEW TO EXISTING SLAB DEPRESSION 

AutoCAD SHX Text
SCALE:  1 1/2" = 1'-0"

AutoCAD SHX Text
4" COMPACTED POROUS FILL

AutoCAD SHX Text
PROVIDE 3,000 P.S.I. CONCRETE MINIMUM AS REQUIRED REINF. W/ 6x6, W1.4xW1.4 W.W.F. PROVIDE STEEL TROWEL FINISH

AutoCAD SHX Text
NEW QUARRY TILE & SETTING BED TO MATCH EXISTING

AutoCAD SHX Text
DRILL & EPOXY DOWEL INTO EXISTING SLAB

AutoCAD SHX Text
CONSTRUCTION JOINT

AutoCAD SHX Text
EXISTING CONC.

AutoCAD SHX Text
1/2"  x 2'-0" SMOOTH DOWEL @ 2'-0" O.C.  CENTER BAR ON JOINT

AutoCAD SHX Text
VAPOR BARRIER- SEE SPEC.

AutoCAD SHX Text
4" COMPACTED POROUS FILL

AutoCAD SHX Text
VAPOR BARRIER- SEE SPEC.

AutoCAD SHX Text
CONSTRUCTION JOINT

AutoCAD SHX Text
DRILL & EPOXY DOWEL INTO EXISTING SLAB

AutoCAD SHX Text
EXISTING SLAB

AutoCAD SHX Text
PROVIDE 3,000 P.S.I. (4,000 P.S.I. AT EXTERIOR SIDEWALK) CONCRETE AS REQUIRED REINF. W/ 6x6, W1.4xW1.4 W.W.F. PROVIDE STEEL TROWEL FINISH

AutoCAD SHX Text
1/2"  x 2'-0" SMOOTH DOWEL @ 2'-0" O.C. CENTER BAR ON JOINT

AutoCAD SHX Text
%%UDEPRESSED CONC. SLAB   

AutoCAD SHX Text
ELEV.= TO MATCH EXISTING

AutoCAD SHX Text
%%UTOP OF FINISHED FLOOR

AutoCAD SHX Text
0'-0"

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
A

AutoCAD SHX Text
B

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
1

http://www.ardcodoors.com/downloads.asp
http://www.ardcodoors.com/downloads.asp
http://www.ardcodoors.com/downloads.asp
http://www.ardcodoors.com/downloads.asp
http://www.ardcodoors.com/downloads.asp
http://www.ardcodoors.com/downloads.asp
http://www.ardcodoors.com/downloads.asp
http://www.ardcodoors.com/downloads.asp
http://www.ardcodoors.com/downloads.asp
http://www.ardcodoors.com/downloads.asp
http://www.ardcodoors.com/downloads.asp
http://www.ardcodoors.com/downloads.asp
http://www.ardcodoors.com/downloads.asp
http://www.ardcodoors.com/downloads.asp
http://www.ardcodoors.com/downloads.asp
http://www.ardcodoors.com/downloads.asp
http://www.ardcodoors.com/downloads.asp
http://www.ardcodoors.com/downloads.asp
http://www.ardcodoors.com/downloads.asp
http://www.ardcodoors.com/downloads.asp
http://www.ardcodoors.com/downloads.asp
http://www.ardcodoors.com/downloads.asp
http://www.ardcodoors.com/downloads.asp
http://www.ardcodoors.com/downloads.asp
AutoCAD SHX Text
C.1

AutoCAD SHX Text
4.9

AutoCAD SHX Text
1

AutoCAD SHX Text
A1.02

AutoCAD SHX Text
%%USLAB/FOUNDATION PLAN  

AutoCAD SHX Text
3/32" = 1'-0"

AutoCAD SHX Text
EXISTING CONCRETE FLOOR SLAB FIN. FLOOR ELEV. = O'-O"  NOTE: SEE WALK-THRU NOTES FOR REPAIRS NEEDED TO EXISTING SALES AREA SLAB

AutoCAD SHX Text
NOTE: G.C. TO REPAIR SLAB WHERE EXISTING WALLS ARE REMOVED

AutoCAD SHX Text
SLAB NOTES TYPICAL ALL INTERIOR NEW SLAB LOCATIONS, NOT ALL NEW SLAB LOCATIONS MAY BE SHOWN

AutoCAD SHX Text
NOTES: 1. DIMENSIONS PROVIDED ARE APPROXIMATE LIMITS OF SLAB DIMENSIONS PROVIDED ARE APPROXIMATE LIMITS OF SLAB REPLACEMENT WHERE NEW UNDER SLAB UTILITIES ARE BEING PROVIDED. COORDINATE WITH APPROPRIATE TRADE AND FOOD LION CONSTRUCTION SUPERVISOR, TYPICAL.  2. SLAB DIMENSIONS ARE TAKEN FROM INTERIOR SURFACES OF SLAB DIMENSIONS ARE TAKEN FROM INTERIOR SURFACES OF THE CLOSEST EXISTING WALL OR CLOSEST EXISTING COLUMN GRID LINE UNLESS OTHERWISE NOTED. 3. DIMENSIONS OF SLAB CUTS ARE 2'-0" UNLESS OTHERWISE DIMENSIONS OF SLAB CUTS ARE 2'-0" UNLESS OTHERWISE NOTED, TYPICAL. 4. PLAN SHOWS APPROXIMATE EXTENTS OF SLAB REMOVAL. PLAN SHOWS APPROXIMATE EXTENTS OF SLAB REMOVAL. GENERAL CONTRACTOR SHALL COORDINATE W/ FOOD LION CONSTRUCTION SUPERVISOR AND REFRIGERATION CONTRACTOR FOR PHASING AND PORTIONS OF SLAB REMOVAL TO EXECUTE WORK, TYP.  5. GENERAL CONTRACTOR SHALL PATCH AND REPAIR FLOOR, GENERAL CONTRACTOR SHALL PATCH AND REPAIR FLOOR, CEILING, ADJOINING WALLS AND OPENINGS WHERE WALLS, DOORS & FRAMES AND EQUIPMENT HAVE BEEN REMOVED, WORK WILL BE DONE IN A PROFESSIONAL MANNER WITH MATCHING MATERIALS. 

AutoCAD SHX Text
4" - 3000 psi CONCRETE SLAB-ON-GRADE; REINFORCE WITH 6x6, W 1.4xW 1.4 WWF, CENTERED, OVER 10 MIL VAPOR BARRIER & 4" POROUS FILL. TYPICAL FOR ALL SLABS-ON-GRADE. CONCRETE TO BE FLUSH WITH SURROUNDING AREA. SEE DETAIL 2/A1.02 TYP.

AutoCAD SHX Text
A1.02

AutoCAD SHX Text
3

AutoCAD SHX Text
A1.02

AutoCAD SHX Text
2

AutoCAD SHX Text
A1.02

AutoCAD SHX Text
2

AutoCAD SHX Text
EXISTING CONCRETE SLAB

AutoCAD SHX Text
EXISTING CONCRETE SLAB

AutoCAD SHX Text
EXISTING CONCRETE SLAB

AutoCAD SHX Text
EXISTING CONCRETE SLAB

AutoCAD SHX Text
EXISTING CONCRETE SLAB

AutoCAD SHX Text
EXISTING CONCRETE SLAB

AutoCAD SHX Text
EXISTING CONCRETE SLAB

AutoCAD SHX Text
EXISTING CONCRETE SLAB

AutoCAD SHX Text
EXISTING CONCRETE SLAB

AutoCAD SHX Text
EXISTING CONCRETE SLAB

AutoCAD SHX Text
EXISTING CONCRETE SLAB

AutoCAD SHX Text
EXISTING CONCRETE SLAB

AutoCAD SHX Text
EXISTING QUARRY TILE

AutoCAD SHX Text
EXISTING QUARRY TILE

AutoCAD SHX Text
EXISTING QUARRY TILE

AutoCAD SHX Text
EXISTING QUARRY TILE

AutoCAD SHX Text
EXISTING  INSULATED FLOOR

AutoCAD SHX Text
EXISTING  INSULATED FLOOR

AutoCAD SHX Text
EXISTING  INSULATED FLOOR

AutoCAD SHX Text
EXISTING  INSULATED FLOOR

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
SALES

AutoCAD SHX Text
AREA

AutoCAD SHX Text
101

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
DELI/BAKERY

AutoCAD SHX Text
FREEZER

AutoCAD SHX Text
116B

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
DELI/BAKERY

AutoCAD SHX Text
CLOSET

AutoCAD SHX Text
117

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
DELI/BAKERY

AutoCAD SHX Text
COOLER

AutoCAD SHX Text
116A

AutoCAD SHX Text
REMODELED

AutoCAD SHX Text
WORK

AutoCAD SHX Text
ROOM

AutoCAD SHX Text
102

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
LOUNGE

AutoCAD SHX Text
108

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
PRODUCE

AutoCAD SHX Text
COOLER

AutoCAD SHX Text
115A

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
GROCERY STAGING/

AutoCAD SHX Text
RECEIVING ROOM

AutoCAD SHX Text
107

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
DAIRY

AutoCAD SHX Text
COOLER

AutoCAD SHX Text
120A

AutoCAD SHX Text
REMODELED

AutoCAD SHX Text
WOMENS

AutoCAD SHX Text
ROOM

AutoCAD SHX Text
106

AutoCAD SHX Text
REMODELED

AutoCAD SHX Text
MENS

AutoCAD SHX Text
ROOM

AutoCAD SHX Text
105

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
PRODUCE PREP

AutoCAD SHX Text
115

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
MEAT

AutoCAD SHX Text
FREEZER

AutoCAD SHX Text
112B

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
STORAGE

AutoCAD SHX Text
FREEZER

AutoCAD SHX Text
121B

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
ICE CREAM

AutoCAD SHX Text
FREEZER

AutoCAD SHX Text
122B

AutoCAD SHX Text
REMODELED

AutoCAD SHX Text
DELI/BAKERY

AutoCAD SHX Text
PREP

AutoCAD SHX Text
116

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
MECHANICAL

AutoCAD SHX Text
ROOM 

AutoCAD SHX Text
110

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
VESTIBULE

AutoCAD SHX Text
100

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
RISER ROOM

AutoCAD SHX Text
119

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
DIRECTOR OF

AutoCAD SHX Text
OPERATIONS OFFICE

AutoCAD SHX Text
126

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
CORRIDOR

AutoCAD SHX Text
104

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
JANITOR'S

AutoCAD SHX Text
CLOSET

AutoCAD SHX Text
111

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
MEAT

AutoCAD SHX Text
OFFICE

AutoCAD SHX Text
113

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
MEAT

AutoCAD SHX Text
PREP

AutoCAD SHX Text
112

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
MEAT

AutoCAD SHX Text
COOLER

AutoCAD SHX Text
112A

AutoCAD SHX Text
EXISTING CONCRETE SLAB

AutoCAD SHX Text
EXISTING CONCRETE SLAB

AutoCAD SHX Text
EXISTING CONCRETE SLAB

AutoCAD SHX Text
EXISTING CONCRETE SLAB

AutoCAD SHX Text
EXISTING CONCRETE SLAB

AutoCAD SHX Text
EXISTING CONCRETE SLAB

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
AIRLOCK #1

AutoCAD SHX Text
130

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
AIRLOCK #2

AutoCAD SHX Text
131

AutoCAD SHX Text
EXISTING CONCRETE SLAB

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
SECURITY

AutoCAD SHX Text
ROOM

AutoCAD SHX Text
129

AutoCAD SHX Text
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AutoCAD SHX Text
EXISTING COLUMN

AutoCAD SHX Text
STEP IN SLAB

AutoCAD SHX Text
SAW JOINT

AutoCAD SHX Text
NEW CONCRETE SLAB AND FILLED DEPRESSIONS

AutoCAD SHX Text
%%uSLAB LEGEND

AutoCAD SHX Text
ABANDONED PITS

AutoCAD SHX Text
OR

AutoCAD SHX Text
NEW MASONRY REINFORCED WALL

AutoCAD SHX Text
NEW GUARD POST & FOOTING

AutoCAD SHX Text
EXISTING WALL

AutoCAD SHX Text
EXISTING GUARD POST

AutoCAD SHX Text
S.J.

AutoCAD SHX Text
S.J.

AutoCAD SHX Text
NEW QUARRY TILE AND SETTING BED 

AutoCAD SHX Text
EXISTING DEPT.

AutoCAD SHX Text
MANAGER OFFICE/

AutoCAD SHX Text
ASSOC. TRAINING ROOM

AutoCAD SHX Text
114

AutoCAD SHX Text
EXISTING QUARRY TILE

AutoCAD SHX Text
EXISTING CONCRETE SLAB

AutoCAD SHX Text
APPROXIMATE LOCATION OF NEW EDGE FOR QUARRY TILE FLOORING

AutoCAD SHX Text
NEW DEPRESSED SLAB W/ QUARRY TILE IN DELI/BAKERY AREA SEE GENERAL NOTES #8 USE 3,000 PSI SLAB ON GRADE CONCRETE W/ 6x6x1.4x1.4 WWF., SEE DETAIL 3/A1.02, TYP.

AutoCAD SHX Text
NEW 5'x5' CONCRETE TOPPING SLAB FINISHED LEVEL AND FLUSH WITH EXISTING QUARRY TILE FLOOR FOR NEW RACK OVEN. PAINT CONCRETE TO MATCH QUARRY TILE

AutoCAD SHX Text
NEW EXTERIOR 4" THICK 4,000 PSI CONCRETE SLAB FLUSH TO EXISTING SIDEWALK, DOWEL INTO EXISTING SLAB, SEE DETAIL 2/A1.02


	Sheets and Views
	SLAB-FOUNDATION PLAN


