EXISTING DELI/BAKERY EXHAUST/SUPPLY
FAN TO BE REMOVED, PROVIDE NEW
INSULATED CURB CAP ON EXISTING
CURB, SEE NOTE #4 AND MECHANICAL
DRAWINGS

NEW ROOF SAFETY RAILING,

RE: DETAIL 3&4/A1.06

PROVIDE NEW EXHAUST FAN ON
NEW CURB AT 10° MIN FROM ANY
FRESH AIR SUPPLY, SEE NOTE #4,
DETAIL 2/A1.06, MECH. & ELEC.

AND STRUCTURAL DRWGS.

EXISTING FLUE TO BE CAPPED 17
WHEN EQUIPMENT IS
REMOVED, SEE MECH DRWGS. —

10" MIN.

" FIELD VERIFY

(15'-0" MIN.)

(15'=0" MIN.)

23'-0"

1.
2.

GENERAL NOTES:

LOCATE ALL ACCESSES BETWEEN BAR JOISTS.

ALL ROOF PENETRATIONS ARE TO BE SEALED BY THE GENERAL CONTRACTOR AFTER ALL
INSTALLATIONS HAVE BEEN COMPLETED.

THE GENERAL CONTRACTOR SHALL SUPPLY AND INSTALL ALL CURBS & FLASHING FOR
MECHANICAL EQUIPMENT AND PIPING; INCLUDING EQUIPMENT VENTS IN GAS STORES. ALL ROOF
OPENINGS DUE TO REMOVAL OF HVAC OR REFRIGERATION EQUIPMENT SHALL BE PATCHED OR
REPAIRED IN COMPLIANCE WITH THE ROOF MANUFACTURE'S STANDARDS. GENERAL
CONTRACTOR MUST VERIFY THE EXISTING WARRANTY WITH THE OWNER TO AVOID POSSIBILITY
OF VOIDING THIS WARRANTY. NOTE: ALL ABANDONED HVAC AND REFRIGERATION ROOFTOP
EQUIPMENT SHALL BE REMOVED AND DISPOSED OF AND MAKE NECESSARY ROOF REPAIRS NOT
TO VOID ANY WARRANTIES.

ALL NEW AND EXISTING ROOF OPENINGS WITH ANY DIMENSIONS LARGER THAN 8" SHALL HAVE
#4 BURGLAR BARS @ 8" 0.C. EACH WAY, WELDED TO DECK FRAME AND INTERSECTIONS.
(EXCEPT ACCESS HATCH)

3'—0"X3'—0" WALKWAY PADS SHALL BE INSTALLED PER ROOF MANUFACTURER'S
RECOMMENDATION AS TO NOT VOID THE ROOF WARRANTY.

INFORMATION CONCERNING PLUMBING, MECHANICAL OR REFRIGERATION [TEMS ON THIS PLAN,

ARE SHOWN FOR COORDINATION PURPOSES ONLY. SEE PLUMBING AND MECHANICAL DRAWING
FOR EXACT SIZE AND LOCATIONS.

KEEP ALL ROOF PENETRATIONS AT LEAST 1°-0" CLEAR FROM THE EDGE OF THE ROOF.

REFER TO PLUMBING AND MECHANICAL DRAWINGS FOR VENT STACK AND EXHAUST FAN
LOCATIONS.

THE STEEL FOR THE CONDENSERS THAT IS SUPPLIED BY THE REFRIGERATION CONTRACTOR
SHALL BE PRIMED AND FINISH PAINTED BY THE GENERAL CONTRACTOR AFTER IT HAS BEEN
INSTALLED.
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10. ALL ROOF OPENINGS DUE TO REMOVAL OF HVAC OR REFRIGERATION EQUIPMENT SHALL BE
PATCHED OR REPAIRED IN COMPLIANCE WITH THE ROOF MANUFACTURER'S STANDARDS.
GENERAL CONTRACTOR MUST VERIFY THE EXISTING WARRANTY WITH THE OWNER TO AVOID
POSSIBILITY OF VOIDING THIS WARRANTY. ANY OPENING OVER 8” X 8” REQUIRES BURGLAR
BARS. NOTE: ALL ABANDONED HVAC AND REFRIGERATION ROOFTOP EQUIPMENT SHALL BE "PROFESSIONAL CERTIFICATION.
REMOVED AND PROPERLY DISPOSED OF AND MAKE NECESSARY ROOF REPAIRS NOT TO VOID
ANY WARRANTIES. | certify that these documents were prepared o
EXISTING ROOF SLOPE BUSTHG D/B ROOF TOP AL approved by me, and nat | am a duly ficensed
A ’ ’ architect under the laws of the State of Maryland,
UNIT ON EXISTING CURB, SEE MECH., . ml-FI{ SE(S)II:lIﬁHI_CELE C%“%%ng 10" FROM ANY FRESH AR INTAKE, COORDINATE AS REQUIRED license number 10841, expiration dafe 08-30-2020.
ELEC. AND STRUCT. DRWGS. -
12. THE REFRIGERATION CONTRACTOR IS RESPONSIBLE FOR SUPPLYING THE NEW CONDENSING
EQUIPMENT BELOW SHOWN DASHED UNITS FOR THE REFRIGERATION RACKS AND ANY STEEL REQUIRED TO MOUNT THESE
@ CONDENSING UNITS ONTO SUPPORT STEEL THAT IS FURNISHED BY THE GENERAL CONTRACTOR.
PROVIDE NEW EXHAUST FAN ON
NEW CURB AT 10" MIN FROM ANY
FRESH AR SUPPLY, SEE NOTE #4,
DETAIL 2/A1.06, MECH. & ELEC. 14. VERIFY THE DIMENSION FOR THE CONDENSER FRAMES WITH THE CONDENSER SUPPLIER PRIOR
DRWGS. EXISTING PARAPET COPING TO FABRICATION.
TO REMAN
EXISTING DELI/BAKERY EXHAUST/SUPPLY 15. CONDENSER WEIGHTS SHOWN ARE BASED ON THE MOST STRINGENT REFRIGERATION SCHEDULE.
FAN ON EXISTING CURB, SEE :
MECHANICAL AND ELECTRICAL DRAWINGS. 16
EXISTING VENT TO REMAIN
o oG A 17. THE GENERAL CONTRACTOR AND SUB—CONTRACTORS ARE RESPONSIBLE FOR COMPLETING ALL
: SESCO PUNCH LIST ITEMS AND NOTIFYING SESCO TO COME AND SIGN OFF. SESCO WILL SET
A PUNCH LIST DATE BY THE "SUBSTANTIAL COMPLETION DATE” SET IN THE SCHEDULE.
GC SHALL COORDINATE W/ FOOD LION
PRIOR TO DOING ANY ROOF—RELATED 18. THE WEIGHTS OF THE EXISTING MECHANICAL/ REFRIGERATION EQUIPMENT ARE TAKEN FROM
m&% ng‘gfﬂhgc‘/gjggl‘f%ogg DONE EXISTING DRAWINGS PROVIDED BY FOOD LION. IF NEW EQUIPMENT IS ADDED TO THE ROOF
B R e oG THE G.C. SHALL VERIFY EXISTING EQUIPMENT WEIGHTS AND PROVIDE TO ARCHITECT AND
STRUCTURAL ENGINEER
CONTRACTOR,
19. COORDINATION OF REMOVAL OF EXISTING CONDENSING UNITS & INSTALLATION OF NEW UNITS
c- IS TO BE DONE BETWEEN FOOD LION CONSTRUCTION MANAGER, REFRIGERATION CONTRACTOR,
T MECHANICAL CONTRACTOR AND ELECTRICAL CONTRACTOR.
| |
| |
el ROOF_PLAN KEY NOTES: @
_/
T 1. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR PAINTING ALL NEW EXPOSED
EXISTING INTAKE AR HOOD TO REMAIN e ROOF-TOP REFRIGERATION LINES SILVER.

EXISTING REFRIGERATION PIPING ACCESS !
HOOD TO REMAIN <
| &
. [} -
%
=
=
o~
EXISTING VENT TO REMAIN | .
EXISTING ROOF TOP UNIT TO BE | o
REMOVED, PROVIDE NEW D/B ROOFTOP ~
UNIT ON EXISTING CURB, SEE MECH., |
/ ELEC. AND STRUCT. DRWGS. ! EXISTING PARAPET
— \—— EXISTING ROOF ACCESS TO REMAIN !
| ‘\
] EXISTING INTAKE AR HOOD TO REMAIN XXX XXX XXX XX XXX
®|@ = .
| Zs |
@:@:: EXISTING AHU CONDENSING UNIT TO REMAIN ;f/ | I
AN AN | S|
I EXISTING STEEL GRILLAGE AND POSTS | |
Il 70 REMAN, TYP. / )

|:|\ EXISTING REFRIGERATION PIPING ACCESS

HOOD TO REMAIN

(4) 1/2" THRU 6"

BOLTS WITH 1/4"
PLATE WASHER

EXISTING CONCRETE,
BLOCK

N

\— 2" DIA. PIPE FOR RAILING

1 S 4

@ @@1_ EXSTING INTAKE. AR HOOD T0 REMAIN m EXI"STIN,G "SIDE WALL SECTION @ NEW ROOF SAFETY RAILING
——_l. W 1/2" = 1'-0

i ' NOTE: EXISTING STANDING SEAM

sd—=== EXISTING CONDENSER FOR RACK 'A’
il (APPROX. 2,800 LBS) FIELD VERIFY

N
ﬂ::::::::::ﬂ RACK LETTER.

EXISTING CONDENSER FOR RACK 'B’

(APPROX. 1,640 LBS) FIELD VERIFY SEE MECH. DRWGS. SEE PLAN
RACK LETTER.
LAP FLASHING — -
OVER SIDES MIN. 4-6" TYP. SPACING 4-6" TYP. SPACING
2", (4 SIDES) a—=
NEW MECH. CURB . __ | |
(TREATED WOOD) | | =
/ N\,
[ [ ! / \ L— MAXIMUM | -
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TYP. BURGLAR BARS \ ] 21" SPHERE -
EXISTING VENT TO REMAIN IF NOT EX|ST|NG, PROVIDE | L __ _l__ | | | \\\ ,/I ! é !
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WAYS- WELD TO STEEL  \ . | —ExisTING l = T
ANGLE OPENING FRAMING g <| | BALLASTED | ! ' '
AND @ INTERSECTIONS —— +—| | EPDM ROOFING | | | | | R
< < ¢ <] < ! _ = ! | o
e | i i EXISTING TOP OF PARAPET | | ~
[\ T\ [\ [\ | | | [ !
EXISTING EXHAUST FAN TO REMAIN \EW STEEL ANGLE \b [ | | EXISTING TOP OF ROOF . |
OPENING FRAMING, AP FLASHING OVER / |
SEE STRUCT. DRWGS. A VARIES EXISTING ROOFING & _—t e g — - — —— — — — '
TERMINATE PER |
NEW DUCT, SEE ﬁSS?Dg%TﬁR,@%gRW/ ROOFING MFR. SPECS. | | |
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\/\ i o o * o ° l ° 20
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/2 \ NEW EXHAUST/SUPPLY FAN SECTION | = | | | i || 2
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A1.06 / NOT TO SCALE 1 - —ir— s i A
0la ! ! Js

ALL ROOF PENETRATIONS ARE TO BE
SEALED BY THE G.C. AFTER MECH.
EQUIPMENT HAS BEEN INSTALLED.

NEW MECH. EQUIP.

METAL ROOF TO REMAIN K

/ 1"\ ROOF PLAN

A1_06 3/3211 — 1;_0;,

0.C
0

8"

REAR ELEVATION

SIDE_ELEVATION

NEW ROOF SAFETY RAILING ELEVATION @ REAR WALL
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