EXISTING "FOOD LION” SIGNAGE TO BE
REMOVED UNDER SEPARATE CONTRACT,
SEE NOTE #10
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"PROFESSIONAL CERTIFICATION
EXISTING CART CORRAL TO BE MODIFIED, SEE

3& A1.01 & A1.03 | certify that these documents were prepqred or
(2) EXISTING PRIMO H20 RETURN TO approved by me, and that | am a duly licensed

architect under the laws of the State of Maryland,
BE RELOCATED, SEE ELEC. DRWGS. license number 10841, expiration date 08-30-2020."
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m EXISTING FRONT ELEVATION — DEMOLITION

AZ'O'] 1/8” — ,Ia_on

EXISTING PARAPET COPING TO REMAIN,
TYP. (DO NOT PAINT)

EXISTING BRICK FACADE TO BE CLEANED,
TYP., DO_NOT PAINT

EXISTING COPING TO REMAIN, TYP. (DO NOT PAINT)

NEW FOOD LION STORE FRONT SIGN, TO BE
FURNISHED AND INSTALLED BY SIGN
CONTRACTOR  UNDER SEPARATE PERMIT

REMOVING SIGN, REMOVE ALL "GHOSTING” LEFT
FROM REMOVED SIGN

EXISTING PARAPET COPING TO REMAIN,

TYP. (DO NOT PAINT)

Y PATCH AND CLEAN EXISTING SURFACE AFTER

EXISTING STANDING SEAM METAL ROOF TO REMAIN
EXISTING METAL FASCIA TO REMAIN, TYP. (DO NOT PAINT) \

T\\

EXISTING BRICK FACADE TO BE CLEANED,

TYP., DO _NOT PAINT

EXISTING COPING TO REMAIN, TYP. (DO NOT PAINT)
EXISTING STANDING SEAM METAL ROOF TO REMAIN
EXISTING METAL FASCIA TO REMAIN, TYP. (DO NOT PAINT)
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L EXISTING STOREFRONT WINDOW SYSTEM — 2
NEW STEEL BOLLARDS BY OTHERS, VEXISTING BRICK FACADE TO BE T0 BE CLEANED L \ew RECYCLE BINS — =
SEE. SHEET AT.01, PANT P12 CLEANED, TYP., DO'NOT PANT MODIFIED CART CORRAL, PANT P—6 O = 3
NEW EXTERIOR WINDOW SIGN DECAL, ., — ;
(4) RELOCATED PROPANE EXCHANGES, (2) RELOCATED PRIMO H,0 RETURN, FURNISHED AND INSTALLED BY DE'COR (2) NEW MARQUEE BOARDS SPACED 16 APART, () .Q>_)
SEE SHEET A1.01 & A1.03 SEE SHEET A1.01 & A1.03 & ELEC. COMPANY UNDER SEPARATE CONTRACT TO BE FURNISHED AND INSTALLED BY DECOR [P = 5
DRWGS. COMPANY UNDER SEPARATE CONTRACT —
(2) NEW MARQUEE BOARDS SPACED 16" APART b0 N e e 10 BE CLEANED. NEW EMERGENCY EGRESS LIGHTING < ° >
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) _— o]
o TSI B0 ASTLD o 008 ("2 "\ REVISED FRONT ELEVATION -~ 5 oo
A201/ 1/8" = 1'=0" EXISTING BRICK FACADE TO BE CLEANED, o m X
NEW EMERGENCY EGRESS LIGHTING, ' TYP., DO_NOT PAINT S o . Q)
o]
SEE ELEC. DRWGS ()] = 2 N
== N @
c Jop—
— w

NOTE:

GENERAL NOTES

IF THE INSTALLATION OF THE FOOD LION
SIGNAGE REQUIRES THE PENETRATION OF THE
ROOFING MEMBRANE, THE GENERAL CONTRACTOR
SHALL BE RESPONSIBLE FOR THE PROPER
REPAIR OF THESE PENETRATIONS. ONE
PENETRATION PER LETTER FOR ELECTRICAL
CONDUIT ONLY. NO MOUNTING PENETRATIONS
ALLOWED.

2. THE6GHASS—FOR-AH—OF—THE-DOORPACKAGES—SHAH—BE—HA4—TINTED—SAFER—GHASS:

3. ALL PAINT COLORS AND FINISH MATERIALS SHALL BE VERIFIED BY THE FOOD LION CONSTRUCTION MANAGER PRIOR TO ORDERING,
FAILURE TO VERIFY PRIOR TO ORDERING, WILL RESULT IN G.C."S OWNING OF THE REPAINTING COST.

OWNERSHIP OF INSTRUMENTS OF SERVICE:

All reports, specifications, plans, computer
files, field data, notes, and other documents
and instruments of service shall remain the
property of the Design Professional. The Design
Professional shall retain all common law,
statutory and other reserved rights, including
the copyright thereto.

This drawing is the property of

Yates - Chreitzberg - Hughes Architects, Corp.
and is not fo be reproduced or copied in whole
or any part. Itis not to be used on any other
project and is to be returned upon request.

4. |F APPLICABLE, THE GENERAL CONTRACTOR SHALL SUPPLY ALL OF THE BLOCKING NECESSARY FOR MOUNTING ALL SIGNS TO THE © Copyright 2020
CANOPY AND GENERAL CONTRACTOR SHALL PROVIDE A WALKWAY TO SIGN MOUNTING AREA. AN
5. GENERAL CONTRACTOR IS TO PROVIDE AND INSTALL A TEMPORARY FENCE AREA FOR STAGING AND STORAGE. THIS WILL BE AN 1 238FLMK20
ANCHORED CHAIN LINK TYPE FENCE APPROX 8’ TALL AND WRAPPED WITH FENCE FABRIC USING SANDBAGS FOR ANCHORING. GC IS File Name:

TO PROVIDE AMPLE LIGHTING FOR THIS AREA. LOCATION IS TO BE IN THE FRONT PARKING LOT OR REAR OF THE STORE.

(COORDINATE WITH FOODLION CONSTRUCTION MANAGER) THIS AREA IS TO BE USED FOR JOB TRAILERS, MATERIALS, LIFTS AND OTHER
CONSTRUCTION NEEDS. G.C. IS TO REPAIR ALL DAMAGE PRIOR TO LEAVING THE JOB.

6. GENERAL CONTRACTOR IS RESPONSIBLE FOR HANGING REMODEL BANNERS SUPPLIED BY THE MARKET RENEWAL SPECIALIST. ALL
EXTERIOR BANNERS ARE TO BE MOUNTED ON THE STOREFRONT MASONRY WITH 1"X4" TREATED WOOD FRAMED OUT. AT THE END OF
THE REMODEL, THE GENERAL CONTRACTOR NEEDS TO REMOVE THE BANNERS AND DELIVER THEM TO THE FOOD LION CONSTRUCTION
MANAGER.

7. GENERAL CONTRACTOR IS TO REPLACE MISSING OR DAMAGED WEATHER—-STRIPPING, SWEEPS AND NEW STYLE CARPET
THRESHOLDS ON ALL EXTERIOR DOORS. (THIS INCLUDES AUTOMATIC DOORS.)

8. ANTI-RODENT COATING — APPLY (1) ONE COAT OF SHERWIN WILLIAMS FT910 SURFACING COMPOUND (PRIMER) AND (2) COATS
OF ACROLON100 URETHANE (FINISH COAT). COLOR TO MATCH EXISTING EXTERIOR COLOR. APPLY BELOW DOCK DOORS DOWN TO
GRADE, THE WIDTH OF DOCK SHELTER

9. REPLACE ALL INFORMATIONAL AND REGULATORY SIGNS (NO PARKING, FIRE LANE, ETC.) WITH NEW SIGNS. SIGNS SHALL MEET
LOCAL CODES AND ORDINANCES. VERIFY FINAL LOCATIONS WITH FOOD LION CONSTRUCTION MANAGER PRIOR TO INSTALLATION.

10. G.C. SHALL SEAL ALL HOLES LEFT FROM REMOVAL OF EXISTING SIGNAGE TO BE WATER TIGHT W/ LIKE MATERIALS OR MATCHING
SEALANT.  CLEAN/REPAIR SURFACE TO REMOVE ALL "GHOSTING" LEFT FROM REMOVAL OF SIGN.

11. GENERAL CONTRACTOR SHALL SAND AND REPAINT ANY NEW & EXISTING EXTERIOR GUARDPOSTS WITH ‘TRAFFIC YELLOW' PAINT.
12. GENERAL CONTRACTOR SHALL SAND AND CLEAN ALL EXTERIOR METAL INCLUDING BUT NOT LIMITED TO STAIRS, CANOPY
SUPPORTS, DOORS AND FRAMES, CART CORRALS, GUARD POSTS, ROOFTOP STEEL, ETC. BEFORE REPAINTING (MIN. OF 2 COATS)
COORDINATE WITH FOOD LION CONSTRUCTION MANAGER.

13. ANY ROOF WORK SHALL BE DONE BY THE LANDLORD'S APPROVED ROOFING CONTRACTOR

14. ALL UTILITIES TO BE CONCEALED / RECESSED IN EXISTING WALLS.
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