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~ ELECTRICAL DEMOLITION GENERAL NOTES ARCHITECTS

1. ALL ACCESSIBLE ITEMS OF ELECTRICAL EQUIPMENT CONDUITS, WIRING, LIGHTS, RECEPTACLES,
ETC. AFFECTED BY THE RENOVATION WORK AND NOT REQUIRED IN THE COMPLETED WORK
SHALL BE CAREFULLY REMOVED. DAMAGED WALLS, FLOORS, CEILINGS, ETC. SHALL BE PATCHED
AND FINISHED TO MATCH THE EXISTING ADJACENT SURFACES. REMOVED ITEMS SHALL BE

| PROPERLY DISPOSED OF OFF SITE AND NOT RE—USED EXCEPT AS NOTED. TURN OVER ALL

EXISTING EQUIPMENT DESIRED BY BUILDING OWNER. ITEMS TO BE RE-USED SHALL BE
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| CAREFULLY REMOVED AND STORED IN A PROTECTED AREA.

@ A @ DELI/
Fap : 2. REMOVE EXISTING CIRCUITS IN PANELS NOT REQUIRED FOR COMPLETED WORK. UTILIZE
E=szo===—c | EXISTING BREAKERS FOR NEW WORK SHOWN. PROVIDE NEW BREAKERS AS REQUIRED TO SERVE
PRODUCE NEW CIRCUITS. LABEL ALL BREAKERS. LABEL ALL BREAKERS NOT USED AS SPARE. TURGHLL
COOLER
3. RECONNECT CIRCUITS AS REQUIRED TO MAINTAIN CONTINUITY TO EXISTING DEVICES AND
m N EQUIPMENT NOTED TO REMAIN AS WELL AS ADJACENT AREAS WHICH ARE NOT IN CONTRACT. . R
|l ! ONE SOUTH MAIN ST,
______ H.<E> | : 4. REMOVE UNUSED CONDUIT AND WIRE BACK TO SOURCE. P /\5@@3@@{%% 27292
— — — — — - —1 f— - — — — — — — - — — — — — — — () — I==———— i — T — F T T OA—  —T  A—  — [ — - il F— ——(D ° (336)%36-6393135(
; :@ i : 5. ALL WIRING SHALL BE DONE IN STRICT ACCORDANCE WITH N.E.C. STANDARDS AND WITH FOOD PROFESSIONAL CERTIFICATION.
. , | LION STANDARDS. ALL WORK SHALL BE OF FIRST QUALITY. NO HAZARDOUS WORK WILL BE | cerffy that these documents were prepared or
Il : ACCEPTED. ELECTRICAL CONTRACTOR IS TO MAKE SURE THAT NO MC OR FLEX CABLES ARE e B e el fcensed
MEAT H . USED UNLESS OTHERWISE NOTED. MC OR FLEX CABLES CAN ONLY BE USED IN SHORT RUNS icensenumberM,expiroﬁondofe03-14—2021.':

COOLER N | FOR LIGHTING FEEDS. EMT MUST BE USED TO CONNECT PANEL TO JUNCTION BOX AND HAVE

COMPRESSION TYPE FITTINGS. SEE SPECIFICATIONS FOR STANDARD PRACTICES. Professional Seals
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6. DO NOT DISRUPT THE PULL STATIONS, SAFE, OR ANY COMPONENT OF THE FIRE OR SECURITY

| SYSTEM WITHOUT FIRST CONTACTING FOOD LION PHYSICAL SECURITY (AARON ASHLEY) AT (704)
633-8250 ext. 3128.

N AIRLOCK

| 7. THE ELECTRICAL CONTRACTOR SHALL REVIEW THE HAZARDOUS MATERIAL REPORT, IF
APPLICABLE, AND COORDINATE ALL HAZARDOUS MATERIAL REMOVAL WITH THE FOOD LION

| CONSTRUCTION SUPERVISOR.

8. THE ELECTRICAL CONTRACTOR SHALL PHOTOGRAPH OR VIDEOTAPE EXISTING CONDITIONS IN AND
AROUND THE STORE PRIOR TO BEGINNING CONSTRUCTION. PARTICULAR ATTENTION SHOULD BE
DIRECTED TO THE CEILING, ALL LIGHTING AND PANELS.

9. THE ELECTRICAL CONTRACTOR SHALL COORDINATE REMOVAL/RELOCATION OF LOTTERY
EQUIPMENT WITH THE GENERAL CONTRACTOR AND THE FOOD LION CONSTRUCTION SUPERVISOR.

OPEN AT ALL TIMES. COORDINATE WITH FOOD LION CONSTRUCTION SUPERVISOR. PROPER
SIGNAGE MUST BE INSTALLED WITH UNISEX RESTROOMS, USE SLIDE LOCK. PROVIDED BY
FOOD LION.
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@ 10. ANY WORK IN REST ROOMS TO BE SCHEDULED TO ALLOW FOR AT LEAST ONE TO REMAIN

——{=_J . T X
_ - | | i 1. REFRIGERATED CASE TO BE REMOVED. COORDINATE REQUIREMENTS WITH THE REFRIGERATION SSIONAL ’
~ : ; CONTRACTOR. 7
| . | | | g —O Y 2. EQUIPMENT TO BE REMOVED. ELECTRICAL CONTRACTOR SHALL DISCONNECT AS REQUIRED, REMOVE
. TE T A [ . . . B0} BN S e | DEVICES, WIRE, CONDUITS, ETC. AND LABEL BREAKERS AS SPARE FOR NON—REUSED CIRCUITS. O~
B (f T SR @ | %} e - 3. REFRIGERATED CASE TO BE RELOCATED. ELECTRICAL CONTRACTOR SHALL DISCONNECT AS REQUIRED, VAN
| - A @ |<~’> | | | - REMOVE DEVICES, WIRE, CONDUITS, ETC. AND EXTEND CIRCUITRY AND RECONNECT AS REQUIRED TO - TN
’, . - N . 1 w —
. JANITOR'S L . . . || NEW LOCATION. e -
| ROOM SWEAT L I | | | -T2 4. EQUIPMENT TO BE RELOCATED. ELECTRICAL CONTRACTOR SHALL DISCONNECT AS REQUIRED, REMOVE z 2 O
MoK L I @ I /E-_'H.}EJJ@ DEVICES, WIRE, CONDUITS, ETC. AND EXTEND CIRCUTRY AND RECONNECT AS REQUIRED TO NEW a3 5 Q
: SR ) - LOCATION. ° e 22
S I L T | | | & 5. LIGHTING FIXTURE TO BE REMOVED / RELOCATED. SEE SHEET E1.01. ANY LIGHT FIXTURES TO BE = O 4=
Ko I o S . , . , - REUSED ARE TO BE REMOVED AND STORED IN SUCH A MANNER THAT RENDERS THEM REUSABLE. ¢ ZQ
RECENING S I VS0 L L » |- GC SHALL STORE FIXTURES IN A SECURED TRAILER. I & T =
| al MECHANCAL | @ & | | | T Boild ,J 6. TRELLIS AND ASSOCIATED TRACK LIGHTING TO BE REMOVED COMPLETE. REMOVE WIRE BACK TO L 3 o
: = ROOM i : : : s . SOURCE AND LABEL NON-REUSED BREAKERS AS "SPARE". o = =
r l_ l_ (L (L O @[ﬁﬂﬂ 7. ELECTRICAL CONTRACTOR SHALL DISCONNECT CHECK STAND AND ASSOCIATED EQUIPMENT, ELECTRICAL w o S 32
.................. wop | W& Sy o ] CONTRACTOR SHALL PULL ALL POINT OF SALE EQUIPMENT, FOOD LION ELECTRICAL CONTRACTOR z D O
— - S+ IR BRI = o (MID-CAROLINA) SHALL REMOVE AND DISPOSE OF CHECK STANDS. CIRCUMRY TO REMAIN FOR REUSE. c - —Z
| L | | | 0 H olﬁll 8. MILLWORK TO BE REMOVED. ELECTRICAL CONTRACTOR SHALL DISCONNECT AND REMOVE ANY EXISTING o = —
. o — %> i . DEVICES, PC, MONITORS, PRINTERS, ETC. AS REQUIRED. CIRCUITRY TO REMAIN FOR RECONNECTION. - Z
| - | | | & <L | | FIELD VERIFY EXISTING CONDITIONS AND EXTENT OF WORK. COORDINATE OVERNIGHT WORK WITH FOOD S r
Jcp &G Loy — & LION CONSTRUCTION SUPERVISOR 2 WEEKS PRIOR. O n "
. E FRE - | : SR B | ' 9. STORE FRONT SIGN TO BE REPLACED. DISCONNECT AS REQUIRED. CIRCUITRY TO REMAIN FOR o £
| v> o | | | L ST > Rl AR | RECONNECTION. NEW LED SIGN REQUIRES ONE JUNCTION BOX. TERMINATE THE REST FOR FUTURE - o £
! ! i e < RK2A1 USE. — o
SECURTY ROOM b= T 10. EVAP COIL TO BE REPLACED. DISCONNECT AS REQUIRED. CIRCUTS TO REMAIN FOR REUSE. < c 2
| AN | | — = &> | 2 | COORDINATE WITH THE REFRIGERATION CONTRACTOR. — 2
. N . T __.::'_'i! , 11. WALL SECTION TO BE DEMOLISHED. REMOVE ALL DEVICES, CONDUI, WIRE, ETC. IN AFFECTED AREAS. (o) 2 o0
- Ly | | | 7| CIRCUITS TO BE REROUTED TO NEW EQUIPMENT LOCATIONS. FIELD VERIFY EXTENT OF WORK. S L - ™
GIS O M | 12. ELECTRICAL CONTRACTOR TO COORDINATE WITH FOOD LION CONSTRUCTION SUPERVISOR AT TIME OF o S >
@@@ 1@l : &> WALK THROUGH IF EXISTING SALES AREA FACING EMERGENCY AND EXIT SIGNS TO BE REPLACED WITH - = 5 ON
réT | \_<:'> | | | - | NEW WHITE FIXTURES. c 0 —
. | o ! ez OH! 13. EXISTING ROOFTOP MECHANICAL EQUIPMENT TO BE REMOVED. DISCONNECT AS REQUIRED. SEE SHEET — »
P A RO ' E1.02 FOR CIRCUTRY TO REMAN FOR REUSE. REMOVE WIRE BACK TO SOURCE AND LABEL NON-
oo = | | | P e @ . | REUSED BREAKERS AS "SPARE”. COORDINATE WITH THE MECHANICAL CONTRACTOR. OWNERSHIP OF INSTRUMENTS OF SERVICE:
STORA N . A X CUSTOMER , 14. HAND DRYER TO BE REMOVED AND REPLACED WITH NEW SLIM PROFILE HAND DRYER, EXTEND .
PRy : :'\ | | | ‘Dl s | | CIRCUITRY AS REQUIRED. COORDINATE REQUIREMENTS WITH THE NEW HAND DRYER. fios i et notes, and oTher docormens
@ o ¢ﬂ!<‘>§E°4 ~ 15. PROPANE EXCHANGE LOCATION, ELECTRICAL CONTRACTOR SHALL FIELD VERIFY THAT ALL ELECTRICAL and instruments of sevice shall remain fhe
_ =1 oo b= —H| : CONNECTIONS ARE CAPPED OFF WITHIN 5 OF THE FINAL LOCATION OF THE RELOCATED PROPANE e O Do Frofessional. e Desan
N | | | & | EXCHANGES. ELECTRICAL CONTRACTOR SHALL REMOVE ALL WIRING AND CAP OFF CONDUITS. statutory and ofher reserved rights, inclucing
I e R o . ror --- : 16. CONDUITS ON THIS WALL TO BE RECESSED IN WALL OR REMOVED IF NOT USE. he copyright thereto.
RN 57 5] work 1 || 17. REMOVE EXISTING UPLIGHT LIGHTING FIXTURES. PROVIDE CIRCURY PROVISIONS NECESSARY TO s chowin e oroserty of
o === — = — — — Tl E%@— ~~~~~~~~~~~ —————— = —— t%@ ~~~~~~~~~~~~~~~ oo — - — - —() MAINTAIN DOWNSTREAM LOADS. Yates - Chreitzberg - Hughes Arcttects and s
__1\95_4:1_89_2_] ~ | N 0 ~ K o T T . 18. RECEPTACLES, COMMUNICATIONS, DATA, AND JUNCTION BOXES BELOW 48" AFF TO BE RELOCATED TO not o be reproduced o copied n whole o
| | GD b= | | | — REL @ 48" AFF BEHIND NEW CABINET TO BE INSTALLED IN WORK ROOM. oroject andis 1o be refumed upon reduost
- : Ll , , il 19. REMOVE CEILING-MOUNTED RECEPTACLES U.ON. _
Q@ | ; S | | | i 'z 20. LTE MISER PANEL TO BE REMOVED, PANEL LA TO BR CONNECTED DIRECTLY TO MDP-2, (NO HOT © Copyright 2020
8> ' L.y ® WORK ALLOWED) COORDINATE WITH FOOD LION CONSTRUCTION SUPERVISOR EXACT AMOUNT OF WORK ProeeT Now
: : 7 . REQUIRED.
| _ A | | | | &> | 21. CANOPY SECTION TO BE DEMOLISHED. REMOVE ALL DEVICES AND RE-ROUTE ALL AFFECTED CIRCUITRY
‘ Lounee ! < N | =T AS REQUIRED TO MAINTAIN DOWNSTREAM LOADS. FIELD VERIFY EXTENT OF WORK. File Name:
L ' 22. ELECTRICAL PANEL OW (24 CIRCU) TO BE REPLACED WITH NEW 40 CIRCUIT PANEL .
@ | / - | | | L /® | 23. EQUIPMENT TO BE REMOVED & RECEPTACLE REUSED AS CONVENIENCE OUTLET. 1238 E0.01_00.dwg
— % DARY \ ' ' ' | : ATM NOTE: Date: 02/14/2020
WOUENSS | COOLER N | | | Tl & | ELECTRICAL CONTRACTOR SHALL NOT UNPLUG ATM FOR ANY REASON. NO ONE IS ALLOWED TO USE RoVisSions:
A I . THE ELECTRICAL OUTLET OR PHONE LINE JACK FOR ANY REASON. IT IS ILLEGAL TO ATTACH ANY
L<,>--J -<5>-<E§-1 d B | | | =3 | DEVICE TO THE ATM LINE FOR ANY REASON. THE ONLY PEOPLE ALLOWED TO UNPLUG THE ATM ARE
B [ RO NATIONWIDE SERVICE AND THE COMPANY THAT REPLENISHES CASH IN THE ATM. COORDINATE ANY
| - | | | | | AND ALL WORK ASSOCIATED WITH THE ATM WITH FOOD LION CONSTRUCTION SUPERVISOR AND
=D & & % | | NATIONWIDE SERVICE AND/OR THE COMPANY THAT REPLENISHES CASH.
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