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o ALL CAT 5 CABLE TO BE INSTALLED IN 3" CONDUIT UNLESS NOTED POWER SUPPLY 127W x 12 < BACKBOARD
(B)—1".C.._FROM TELEPHONE BACKBOARD T0 OTHERWISE (IF REQUIRED) ~
COMMUNICATIONS JUNCTION BOX IN WORK FROM ) 5 3/4" PLYWOOD 4x4 JUNCTION BOX CONNECTED TO
ROOM FOR EMS. SEE NOTE No. 5. DEPT UPS I 15"'W x 14"H BACKBOARD FIRE PANEL WITH FLEX CONDUIT
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1. @ CIRCLE INDICATES THE NUMBER OF CABLES, SUPPLIED AND INSTALLED BY THE ELECTRICAL CONTRACTOR UNLESS OTHERWISE NOTED (SEE NOTE #4). %J\P - ?lAJF(’;PER - R L S L q%
CABLE SHALL BE CAT 5 UNSHIELDED ETHERNET. COIL AND SECURE 15'—0" OF SLACK FOR ALL CABLE ENDS. ) O ) c & —Z
2. ALL CABLE ENDS SHALL BE LABELED PER RISER DIAGRAM. (o) 2
3. ALL CABLE ENDS SHALL BE NUMBERED. DO NOT REUSE NUMBERS. FF = 2
4. FOOD LION COMMUNICATION VENDOR TO PROVIDE POWER AND PULL 2 CAT-5 PVC—COATED UNSHIELDED ETHERNET CABLES PER REGISTER (REGISTER CPU STACKED o n ”
& CATALINA PRINTER); SEE A1.01. COIL 15'—0" OF EXTRA CAT—5 CABLE AT EACH END FOR CONNECTION BY OTHERS. ) ° 2
5. FOOD LION COMMUNICATION VENDOR TO PROVIDE POWER AND CAT—5 CABLES TO ALL CUSTOMER SERVICE COUNTER EQUIPMENT. - S
6. ELECTRICAL CONTRACTOR TO PROVIDE POWER AND CAT-5 CABLES FOR ALL OTHER FRONT—END SERVICES. < o E
7. ELECTRICAL CONTRACTOR SHALL COORDINATE WITH THE FOOD LION CONSTRUCTION MANAGER AND TELEPHONE RISER DIAGRAM PRIOR TO BEGINNING WORK TO — 5
PREVENT PULLING DUPLICATE OR UNNECESSARY RUNS. GILBERT—225GT 3 GARNER—-AG—969 @COMMUMCAT'ON CABINET INSTALLATION DETAIL 0O Li Z 0 @)
8. ELECTRICAL CONTRACTOR SHALL COORDINATE WITH THE LOCAL LOTTERY REPRESENTATIVE FOR CORRECT LOCATION OF CAT-5 PULL (TELEPHONE BACKBOARD ZL'gmLFE%X oLy =] EléE:TTRTIgASRé?NSTIEELIEE%T ' NTS o S s O
Wi [a's — z
OR DATA CLOSET/CASH OFFICE). IN PRODUCE PREP. == ONLY IN BACKROOM & . |& T o 2 N
IMPORTANT EC NOTE: * DEL/BAER0) o o) ol - ;
———(&)—————MECHANICAL ROOM (RACK A,B,C,D) . oo AREAS
® EMS CABINET N POWER WALL (EMS CONTROLS) BEFORE ANY CAT—5 CABLING WORK IS COMPLETED, THE ELECTRICAL CONTRACTOR SHALL - ) = OWNERSHIP OF INSTRUMENTS OF SERVICE:
D _ COORDINATE WITH THE FOOD LION CONSTRUCTION MANAGER AND NEXGEN N reports, specifications, plans, computer
e i ?OIT\II-IIF;\?JR_GY II\\/IIAEB/;[;EMENT CONTROL CABINET WITH  ENVIRONMENTAL v T i oot
. and insfrumenfs of servige shall remain ‘[he
DATA UNES  DATA LNES N ngLNG ELECTRICAL CONTRACTOR SHALL PROVIDE SEPARATE LINE TEM BID FOR CAT=S CONTROL PANEL SHALL BE PROVIDED VIA NATIONAL ACCOUNT BY FOOD P efessonal saal rfain ol common v,
ROOM EMS |_|ON statutory and other resTehr;echrigZTshintilgsei?()g.
* + 2. ONE SEPARATE 3/4" CONDUIT THROUGH ROOF FOR PHOTOCELL. RUN (1) o
TELEPHONES & 0 @ This drawing is the property of
WESTERN UNION e oronuce T MAN  STORE DEPT CasH 4—CONDUCTOR SHIELDED CABLE (#22AWG OR LARGER) FOR PHOTOCELL. Votes - Civeioerg - Hughes Achiecisond s
MONEY ORDER N [1-Tf T-RACK'A ] MEAT DRVER'S DS SWICH  MGR'S  MGR'S COUNT/WORK TERMINATE PER ENERGY MANAGEMENT CONTROL DRAWINGS. PHOTOCELL not fo be reproduced or copied in whole or
_ _ PREP any part. Itis not to be used on any other
CUSTONER SERMCE 112 s o D | PN PHONE PHONE INTERGOM ioe EMCCUBRS. PIONE i M CONR 2(2@“,15 FINSHED FLOOR FINISHED FLOOR SHALL BE LOCATED ON THE ROOF, IN AN OPEN AREA, IN A HORIZONTAL e o oy ol
1-FIRE 1-SUBMETERNG POSITION, WITH A NORTHERN EXPOSURE. PHOTOCELL SHALL NOT BE © Copyright 2020
T ﬁg VOcE UNE 2 || 1-sPhRE OO0 b b d ©d b b LOCATED DIRECTLY ABOVE POWER WALL (AS PER SESCO COMMISSIONING). —
1-SPARE 1-SPARE n R
. 3. PROVIDE 3/4” CONDUIT TO RECLAIM WATER HEATER CONTACTORS FOR EMS
1-SPARE 1-SPARE
- /5 NFLY TRAP / BUG 7APPER DETAIL CONTROL (2 #14 /GND)
E2.01 /NOT TO SCALE 4. PROVIDE 1" CONDUIT TO AHU'S AND 3/4" CONDUIT TO OTHER MECHANICAL 1238 E2.01_00.dwg
e “ EQUIPMENT (IE. RTU'S, EDH'S, DAMPERS) FOR CONTROL. PROVIDE S
1 ¢C. SEPARATE 3/4” CONDUIT FOR SENSOR CABLES. REFER TO SHEET M1.1. Date: 02/14/2020
COORDINATE WITH MECHANICAL CONTRACTOR. Revisions:
5. PROVIDE 3/4" CONDUIT TO EACH REFRIGERATION CONTROLLER AND ECP
PANEL TO THE PHONE BOARD FOR CAT 5 COMMUNICATION CABLE. NO
OTHER CABLES SHALL BE RUN IN THIS CONDUIT.
6. LEAVE RIGHT HALF OF TROUGH OPEN FOR ENVIRONMENTAL CONTROL
CONDUITS (BY THE ELECTRICAL CONTRACTOR) PER SHEET E4.01. ELECTRICAL
MECHANICAL CONTRACTOR SHALL PROVIDE ALL ENVIRONMENTAL CONTROL ELEVATIONS
.. TO TELEPHONE COMPANY CONNECTION. ELECTRICAL
4 C CONTRACTOR SHALL MAKE PROVISIONS WITH LOCAL WIRING AND T,ERMlNATlONS' AND DETAILS
q TELEPHONE COMPANY TO PROVIDE 25 PAR CABLE 7. PROVIDE 3/4” CONDUIT FOR EMS CONTROL TO MECHANICAL ROOM
__2\ MINNOM EXHAUST & SUPPLY FAN (IF REQUIRED) (4 #4 W/GND) Electrical
- pren et gl 8. (1) 5-CONDUCTOR SHIELDED CABLE (#22 AWG OR LARGER) FOR
ANTI-SWEAT CONTROL, TERMINATE PER ENERGY CONTROL DRAWINGS. NO
OTHER CONDUCTORS SHALL BE RUN IN THIS CONDUIT. SEE DETAIL #8 E:Z O ‘I
TELEPHONE RISER NOTES: THIS SHEET. ®
1. THE CONDUITS TO THE TELEPHONE BACKBOARD MUST BE INSTALLED AS PER THIS DIAGRAM. ALL DATA PULLS ARE HOMERUNS AND ARE NOT 9. PROVIDE 3/4" CONDUIT FOR EMS CONTROL FOR PLL CONTACTORS (8 #14
TO BE LOOPED OR TIED TOGETHER IN A JUNCTION BOX.... (FOOD LION COMMUNICATIONS VENDOR TO VERIFY RISER) W/GND) YCH Commission Number
2. (P CIRCLE INDICATES THE NUMBER OF PHONE CABLES, SUPPLIED AND INSTALLED BY THE ELECTRICAL CONTRACTOR. CABLE SHALL BE CAT 10. PROVIDE 3/4" CONDUIT TO CU-1 CONDENSING UNIT ON ROOF FOR EMS 19032.00
5 UNSHIELDED ETHERNET. COIL AND SECURE 15'—0" OF SLACK FOR ALL CABLE ENDS. ' » _ .
5. L DS Sl o e R i s . DL A 5/ NI M - 1o SODAG e Solmions
4. ALL CABLE ENDS SHALL BE NUMBERED IF MORE THAN ONE PER CONDUIT. " (8 #14 W/OND) '
5. ELECTRICAL CONTRACTOR SHALL COORDINATE WITH THE FOOD LION CONSTRUCTION MANAGER AND CAT-5 RISER DIAGRAM PRIOR TO :
BEGINNING WORK TO PREVENT PULLING DUPLICATE OR UNNECESSARY RUNS. 12. ALL WIRING SHALL BE DONE IN STRICT ACCORDANCE WITH N.E.C. 7035 Northwinds Dr NW
NSYLANIA CTAREC AN o ATt ren STANDARDS AND WITH FOOD LION STANDARDS. ONLY NEAT & FIRST
e ) SURE THAT NO MC OR FLEX CABLES ARE USED UNLESS OTHERWSE. Concerd, NC 28027
7. ELECTRICAL CONTRACTOR SHALL COORDINATE WITH THE LOCAL LOTTERY REPRESENTATIVE FOR CORRECT LOCATION OF CAT-5 PULL
NOTED. MC OR FLEX CABLES CAN ONLY BE USED IN SHORT RUNS FOR
(TELEPHONE BACKBOARD OR DATA CLOSET/CASH OFFICE). LIGHTING FEEDS. EMT MUST BE USED TO CONNECT PANEL TO JUNCTION 704 .788 . 2000
BOX AND HAVE COMPRESSION TYPE FITTINGS. SEE SPECIFICATIONS FOR
STANDARD PRACTICES. ycharch.com




